
CLEAN-FIELD 
Edelstahl Werkstoff 1.4301 
Das CLEAN-FIELD besteht aus einer Wanne mit Ablauf und
Bürstenkassetten. Es wird bündig in den Fußboden eingebaut.
Die semiaktiven Bürsten reinigen mechanisch die Schuhsohlen
bzw. Rollen und Räder fahrbarer Geräte und können je nach
Ausführung nass oder trocken betrieben werden.  
Zu Reinigungszwecken können die einzelnen Kassetten hoch-
geklappt bzw. werkzeuglos komplett entnommen werden.  
Optional kann das CLEAN-FIELD in der Nassausführung auch
mit einer automatischen Reinigungsmitteldosierung ausgestattet
werden. Es ist in unterschiedlichen Maßen lieferbar.  

Option 
Trockenausführung  
Automatische Reinigungsmitteldosierung 

CLEAN-FIELD 
Stainless steel AISI 304 
The CLEAN-FIELD consists of a tub with a drain and brush cas-
settes. It is installed flush with the floor.  
The semi-active brushes mechanically clean the shoe soles or
the castors and wheels of the mobile equipment and can be op-
erated wet or dry depending on the version.  
For cleaning purposes, the cassettes can be folded up or remo-
ved completely with no need for tools.  
Optionally, the CLEAN-FIELD in the wet execution can be equip-
ped with an automatic disinfectant/detergent dosing system. It
is available in different sizes.  

Option 
Dry execution  
Automatic dosing of disinfectants/detergents 

CLEAN-FIELDCF

89Alle Maßangaben in mm / All measures in mm 

Technical data CLEAN-FIELD 
Dimensions (L x W x H): Different versions 
Water outlet: DN 70 

Automatic dosage of cleaning agent  
Dimensions (W x D x H): 400 x 200 x 400 
Water connection: 3/4" CW 
Electrical connection: 230 V/N/PE, 50/60 Hz

Technische Daten CLEAN-FIELD 
Abmessungen (L x B x H):                Div. Ausführungen
Wasserablauf:                                 DN 70 

Automatische Reingungsmitteldosierung 
Abmessungen (B x T x H):                 400 x 200 x 400 
Wasseranschluss:                            3/4" KW 
Elektroanschluss:                             230 V/N/PE, 50/60 Hz




